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Assembly 



for Zirconia/ 
Abutments 

The new Titanium Base for 
custom-made zirconia 
abutments includes a plastic 
waxing sleeve that can be 
contoured with wax or 
composite and then 

scanned. State-of-the-art CAD/CAM technology is used to manufacture the 
zirconia abutments that are cemented to the titanium bases. The assembled abut- 
ment has the dual advantage of a machined titanium close-tolerance fitting surface 
with the implant and with the titanium retaining screw. The natural tooth colored 
zirconia custom abutment provides the ultimate in crown and bridge aesthetics. 
Guide pins are also available to represent screw access holes for scanning. 

Titanium Bases available: 

• Select (Nobel internal tri-channel) 3.5, 4.3 and 5.0 

• Zimmer Screw- Vent 3.25-3.75 and 4.25-4.7 

Check our website www.attachments.com under “What’s New” 

for the latest Ti Bases available or call our office 800 - 999-3003 


IMPLANT 

ANALOG 




Compatible Components for 

ENDURE” 

Inter mi Hex tmylarvt System 



DIRECT TI POST 



The Endure Implant is a biomechanically engineered internal 
hex implant manufactured by IMTEC® Corporation of 
Ardmore, Oklahoma, USA. The simple, anatomically designed, 
one-stage implant offers a mount free design that allows the 
doctor to move directly from packaging to placement. 

The diameter ranges from 3.5mm to 4.3mm. 

Now available are Implant Analogs compatible with the 3.5 & 
4.3 implants, a two-piece Direct Titanium Post that engages 

the hex and UCLA Hex and Non-Hex Abutments with a 
.050" hex screw included. 

Coming soon are compatible Impression Copings. 

Call 800-999-3003 for more information. 


NOTE:The platform is the same for both the 
3.5 and the 4.3mm Endure implant. 




Description 


Order # 


►MD 

4.3 
Order # 


Implant Analog, Stainless, replica of 3. 5/4. 3 Endure implant 
Direct Titanium Post 0.5mm, 2-pc with Post .050" Hex screw 
UCLA Hex Abutment, with .050" Hex Ti screw 
UCLA Non-Hex Abutment, with .050" Hex Ti screw 

PARTS 

Post .050" Hex Screw only, for Endure 3. 5/4.3 
UCLA Hex Cylinder only, for Endure 3.5/4. 3 
UCLA Non-Hex Cylinder only, for Endure 3. 5/4. 3 
UCLA .050" Hex Screw only, for Endure 3. 5/4. 3 
Lab Hex Driver .050" 

DDS Hex Driver .050" 


50-430015 

50-431300 

50-430252 

50-430202 


50-430015 

50-431300 

50-430252 

50-430202 

50-430050 

50-430200 

50-430250 

50-430052 

11-000006 

11-000007 


www.attachments.com 


Endure is a registered trademark of IMTEC® Corp, Ardmore, OK, USA 
All products referenced herein are trademarks of their respective companies. 
Prices subject to change without notice. 
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WEB SITE UPDATE 

Need Technical 
Procedures? 

Visit our web site 

www.attachments.com 

to find our complete 
illustrated implant 
and attachment 
procedures. 

Easy to follow, 
step-by-step with 
hyperlinks for 
quick access. 




The long 
awaited 

Attachments 
& Implants 

Reference 
Manual 
8th Edition 


is now 
available 






Expanded & updated Technical Procedure 
Sections for Attachments and Implants 

Redesigned & expanded Attachment 
Section complete with full color 3D CAD 
renderings for easy part identification 

New Implant Component Section reflects 
ever changing implant industry 

Featuring new and hard to find 
discontinued implant components 


330 pages 
Full Color 


90+ pages 
of Technical 
Procedures 


25 pages of 
Case Designs 




Order Today & SflUE 40% 

$j&Q Only $30 (includes shipping & taxes) 


FREE - FedX Ground Shipping (within contiguous US) 


TO ORDER: call 800-999-3003 





New Products: 


Multi-Use Abutment 

for Select 

Internal Tri-Channel Implant 



Multi-Use Abutments (tissue extensions) 
are one piece, titanium intermediate com- 
ponents made to fit between the implant 
and the restoration. Restorations can be 
made on the abutment using abutment 
cylinders. Available in I mm, 2mm or 3mm 
tissue heights for both the 3.5 and 4.3 
implant. 


Multi-Use Abutment, 1 ,0mm, 3.5 
Multi-Use Abutment, 1 ,0mm, 4.3 

Multi-Use Abutment, 2.0mm, 3.5 
Multi-Use Abutment, 2.0mm, 4.3 

Multi-Use Abutment, 3.0mm, 3.5 
Multi-Use Abutment, 3.0mm, 4.3 


54-351010 

54-431010 

54-351020 

54-431020 

54-351030 

54-431030 


Call for Quantity 
Discounts! 

Order more & 

SAVE! 


New Products: 




Fall Special 

Order by Dec 15 

& SAVE 20% 





* Mention Cf de WN908 
Quantities are limited 


www.attachments.com 


Bio-Ratchet 

The new Bio-Ratchet insertion driver accepts 
all Bio-Torq/DynaTorq tips and is autoclavable. 

Use alone or along with the Bio-Torq / Dyna 
Torq Wrench. 

Order Number: 59-100000 $75 

All products referenced herein are trademarks of their respective companies. 
Prices subject to change without notice. 


Ringed Hemostat 

This is one of those: 

“Now why didn’t I think of thatV. 

The attached ring on this convenient hemostat 
allows for suspended, hands-free stacking of 
your porcelain restoration, or a myriad of 
other uses. 

Order Number: 20-100104 $ 1 2 Special 
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Select UCLA 

Gold Cylinders 

For Implants with Internal Tri-Channel Connection 

The UCLA abutment system is the most widely used restorative 
concept for screw- retained restorations.The Non-Engaging Gold 
Cylinders are indicated for bridge and bar restorations and the 
Engaging Gold Cylinders are indicated for single tooth and angu- 
lated abutments. The gold cylinders have a color coded snap-on 
machined plastic extension (waxing sleeve) and titanium .050" 
hex or Uni-Torx screw, with the patented occlusal plug. 

■ Ribbed Plastic Color Coded Extensions — ideal for wax build-up 

■ Gold Alloy Melting Temp 2550-2710° F or 1 140-1490° C 

■ Gold Cylinders 64% Gold Alloy-recommend using similar 
alloy for casting 

TIP: To avoid porcelain cracking, a minimum of 0.5mm casting 
alloy should surround the gold cylinder To create a complete 
casting around the gold cylinder it is recommended to add extra 
thickness of wax and reduce after casting. 

FOR INSERTION: The hex screw requires the .050" Hex Driver 
and the Uni-Torx screw requires Bio-Torq Tip / LT RA Uni-Torx 
(available in short or long). 


Gold Engaging Cylinder 




NOTE: Gap 
must be totally 
-filled with wax 
before casting. 


3.5 


4.3 


5.0 


M 


NOTE: Gap 
must be totally 
filled with wax 
before casting. 



3.5 


4.3 


5.0 


Gold Non-Engaging Cylinder 



►MD. 

4.3 


-WD, 

5.0 
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INTERNATIONAL, 
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Description (Gold Cylinders for Non-Engaging & Engaging Cylinders) 

Order # 

Order # 

Order # 

UCLA Select Engaging GOLD Cylinder, .050" Hex screw & plug 
UCLA Select Engaging GOLD Cylinder, Uni-Torx screw & plug 

54-350502 

54-350507 

54-430502 

54-430507 

*54-500502 

*54-500507 

UCLA Select Non-Engaging GOLD Cylinder, .050" Hex screw & plug 
UCLA Select Non-Engaging GOLD Cylinder, Uni-Torx screw & plug 

54-350552 

54-350557 

54-430552 

54-430557 

54-500552 

54-500557 

Lab Hex Driver .050" 
DDS Hex Driver .050" 



11-000006 
11-000007 
Doming soon 



Compatible Parts to fit Screw-Vent /Core-Vent SD, MD & WD Implants 
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Aluminum Implant Analogs for Zimmer Screw- Vent 

Now available, anodized aluminum analogs for Screw-Vent implants, SD, 
MD and WD (5.7mm) - SD & MD Analogs have 2.5mm internal hex, 
WD Analog has 3.0mm internal hex. (Compatible with 
Bio-Horizons Prodigy). 

Stainless steel analogs are also available for the Zimmer Screw-Vent SD & 
MD implants - 2.5mm internal hex. 

Aluminum Implant Body Analog (SD 2.5mm internal hex), green 49-300016 

Aluminum Implant Body Analog (MD 2.5mm internal hex), purple 49-400016 

Aluminum Implant Body Analog (WD 3.0mm internal hex), gold 49-500016 

UCLA Hex Abutments with GOLD Cylinders 

NEW: The gold hex abutment includes a gold abutment with a clear 
plastic chimney and .050" hex screw for Screw- Vent SD and MD. 

CV-UCLA, Elex Abutment, Gold & .050" Screw, Clear (SD) 49-300502 

CV-UCLA, Elex Abutment, Gold & .050" Screw, Clear (MD) 49-400502 


WWW 


attachments.com 


Direct Titanium Angled Abutments, 
2 piece with .050" hex screw 

Two piece titanium Angled Abutments in 1 5 or 25 
degrees are available for divergent implants and include 

a .050" hex screw. 

Direct 15° Angled Abutment & .050" hex screw, SD 49-301515 
Direct 15° Angled Abutment & .050" hex screw, MD 49-401515 
Direct 25° Angled Abutments & .050" hex screw, SD 49-301525 
Direct 25° Angled Abutments & .050" hex screw, MD 49-401525 

All products referenced herein are trademarks of their respective companies. 

Prices subject to change without notice. 
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SD 15° 

SD 25° 

MD 15° 

MD 25° 
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